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INTRODUCTION

Background of the Report

The Memphis Urban Area 

Metropolitan Planning 

Organization (Memphis MPO), in 

collaboration with TDOT and 

MDOT, is responsible for the 

transportation policy 

development, planning, and 

programming for the counties of 

Shelby and Fayette in Tennessee 

and DeSoto and Marshall in 

Mississippi (Figure 1). The 

Memphis MPO is dedicated to 

creating a safe, equitable, and 

interconnected transportation 

network. However, the increase 

in the number of traffic-related 

crashes and fatalities has been a 

significant challenge within the 

region in recent years.

The report provides insights to 

local jurisdictions by identifying 

the prevailing patterns of 

crashes and the best course of 

action to address the region’s 

safety needs.

Safety Planning Frameworks

Federal transportation law 

requires states to develop a 

Strategic Highway Safety Plan 

(SHSP) that focuses the efforts 

of state partners on the highest 

safety priorities. The Memphis 

MPO works to align its goals and 

strategies with the State 

Department of Transportation  

by working collaboratively to set

To address the challenge, the 

Memphis MPO adopted the Mid-

South Safety Action Plan (SAP) 

in May 2023. The plan’s primary 

objective was to establish a 

framework for reducing traffic-

related fatalities and injuries in 

the Mid-South.

To track and monitor the 

implementation of the Mid-

South SAP, the Memphis MPO 

annually publishes a safety 

report, which summarizes 

regional and county-level 

roadway safety parameters 

based on the crash data, as well 

as documents examples of 

safety-related efforts 

undertaken by Memphis MPO 

members. 
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Figure 1: Memphis MPO Planning Area
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the statewide safety targets. The MPO is also 

involved in the development of various projects 

oriented toward the same safety goals and 

objectives.

Using federal regulations as guidance, the MPO 

develops and implements short and long-term 

transportation plans that meet community 

objectives at the regional level. By aligning 

transportation investments with safety goals, 

the MPO also works to ensure that resources 

are directed towards the most impactful 

projects, helping to make the region's roads 

safer for all users. 

Additionally, there are various local level plans 

containing safety components that provide 

design strategies and suggest projects for 

better safety and accessibility in the region. 

The Mid-South Safety Action Plan (SAP) 

incorporates all these efforts under broad 

categories of safety strategies, including 

redesigning unsafe intersections, designing for 

slower speeds, and improving bicycle and 

pedestrian infrastructure. The strategies are 

supported by countermeasures that comply 

with the national road safety initiatives, 

including the Towards Zero Deaths Initiative 

and the Safe System Approach. 

 

Mid-South Safety Action Plan

The Mid-South SAP provides a clear vision for regionwide traffic safety improvements. The region 

covered three states (Arkansas, Tennessee, and Mississippi), five counties (Crittenden, DeSoto, 

Fayette, Shelby, and Marshall), and 21 municipalities. The Plan presents a detailed analysis of existing 

and historical traffic safety conditions, identifies high-risk and/or high-injury locations, and evaluates 

the disparate impacts of traffic crashes within underserved communities. Drawing from the USDOT’s 

Safe System Approach and the international Toward Zero Deaths Initiatives, the plan also introduces a 

comprehensive set of community-driven safety strategies, countermeasures, and action items to guide 

the implementation of local road safety projects and programs well into the future.
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REGIONAL SAFETY OVERVIEW

The aggregate traffic crash data for the year 2023 is analyzed in this section, providing a thorough 

summary of the crashes that occurred during this period. All crash data used in this report is from the 

Tennessee Integrated Traffic Analysis Network (TITAN) and Safety Analysis Management System 

(SAMS) for Mississippi. This section divides the crashes into three categories: passenger 

vehicle/auto-oriented crashes, large truck crashes, and non-motorist crashes. This is done in light of 

the region's concerns regarding non-motorist safety as well as its high frequency of shipping and 

freight transport. Since these categories have differences in their crash pattern, looking at the 

categories separately would facilitate the generation of more effective ideas to enhance road safety. 

Current Crash Trends

Between 2019 and 2023, 

approximately 248,442 

crashes were reported in 

the Memphis MPO region. 

Except for 2020, yearly 

reported crash figures 

increased in 2021 and 

decreased slightly in 2022 

and 2023 (Figure 2). 

Although the overall 

number of crashes and 

fatalities decreased in 

2023, the number of non-

motorist serious injury 

crashes increased 

compared to the previous 

year.  

According to the analysis, in 2023, 21.6% of the total crashes in the MPO region resulted in injuries, 

with 1.7% resulting in serious injuries, both higher than what was reported in 2022. The fatal crash 

rate for 2023 was 0.6%.  

Figure 2: Memphis MPO region roadway traffic crashes (2019-2023)
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Figure 3: KSI crashes in 2023
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The Safe System Approach, which is at the 

heart of the Mid-South Safety Action Plan, 

prioritizes eliminating crashes that result 

in death and serious injuries.

Over the past year, fatal and serious injury 

crashes have decreased (Figure 4). In 

2023, fatal crashes dropped by 1% from 

the previous year, and serious injuries 

decreased by nearly 40%. Despite this 

progress, the total number of fatal and 

severe injury crashes, known as KSI 

(Killed or Seriously Injured), remains high 

(Figure 3). Each KSI crash represents a 

failure in the road safety system, and 

reducing these numbers is essential to 

creating safer and more inclusive road 

networks for all.

Figure 4: KSI crashes in 2022 & 2023

*KSI = Killed or Seriously Injured

Source: State Crash Database, Tennessee (TITAN), Mississippi (SAMS)
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Figure 5: Serious Injury Crashes in 2023

Among the types of crashes mentioned previously, the number of non-motorized crashes has 

decreased, but non-motorist serious injuries have increased over the years. In 2022, 104 non-

motorist fatalities occurred, whereas in 2023, it declined to 64, representing a 38% decrease in 

non-motorist fatalities. Moreover, in 2022, 110 non-motorists had serious injuries, whereas in 

2023, it increased to 133 (Figure: 5), representing a 21% increase in non-motorist serious injuries. 

While non-motorist crashes make up only 1% of all crashes in the region, they accounted for 22% 

of the total fatalities and 16% of total serious injuries. Therefore, non-motorist crashes more 

frequently result in fatalities and serious injuries than other types of crashes, making non-

motorists the most vulnerable road users. 

Passenger vehicle crashes are the most common type of crashes. About 70% of all traffic crashes 

involved passenger vehicles, which accounted for 57% of all fatalities in the Memphis MPO region. 

4% of all crashes are large freight trucks. This category of crashes resulted in a total of 2,095 

crashes and accounted for 6% of total fatalities in the four-county region.
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Number of fatalities in large 

truck crashes

Number of serious injuries 

in large truck crashes

21

45

Figure 7: Non-motorist crash locations in 2023
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Figure 6: Large truck crash locations in 2023
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Figure 8: Passenger vehicle crash locations in 2023
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COUNTY PROFILES

This section presents an overview of the 2023 crash statistics, focusing on severity and other 

contributing factors for the four counties of the Memphis MPO region. This analysis seeks to offer a 

comprehensive understanding of the crash patterns prevalent in each county.

Severity of crashes

The breakdown of the severity of crashes across the counties within the Memphis MPO region is 

shown in Table 1. The table does not show the number of people who fell victim to the crashes but 

rather the number of crashes in each category of severity. It also includes statistics on crash severity 

under non-motorist and large truck crashes. Analysis revealed that the total number of crashes in 

Shelby and DeSoto counties declined by 4% and 5.7%, respectively, compared to the year 2022. In 

contrast, Fayette County experienced 525 crashes, indicating a 32% increase. Marshall County also 

had an increase in total number of crashes as the number increased to 786 from 321 crashes.

Table 1: 2023 Crash Statistics by Severity

Annual Safety Report 202311

* Only considers the portion within Memphis MPO region

Source: State Crash Database, Tennessee (TITAN), Mississippi (SAMS)

Crash Severity Shelby, TN Fayette, TN* DeSoto, MS Marshall, MS*

All Crashes 41,781 525 5,592 786

Fatal 245 10 17 15

Minor Injury 1,050 92 493 69

Possible Injury 7,122 78 672 121

Property Damage 32,726 316 4,303 525

Serious Injury 638 29 107 56

Non-motorist Crashes 622 2 19 2

Fatal 62 0 2 0

Minor Injury 66 0 7 1

Possible Injury 301 1 3 0

Property Damage 69 0 0 0

Serious Injury 124 1 7 1

Large truck Crashes 2,038 57 196 55

Fatal 14 3 2 2

Minor Injury 49 11 16 5

Possible Injury 314 9 30 6

Property Damage 1,634 32 139 35

Serious Injury 27 2 9 7
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Manner of Collisions

In Shelby County, angle collision 

emerged as the leading manner 

of crash, accounting for more 

than half of all reported crashes 

(Figure 9). Other major types of 

collisions included non-

vehicular collisions (16%), front-

to-rear collisions (14%), and 

sideswipe collisions (6%). In 

Fayette County, non-vehicular 

collisions had the highest 

percentage, accounting for 39% 

of all collisions. 

In DeSoto County, the highest 

number of crashes were 

associated with rear-end 

collisions (38%), whereas the 

highest number of crashes in 

Marshall County were run off 

the road (25%). Collectively, 

angle crashes are the most 

common manner of crashes, 

contributing to 49% of all 

crashes in the region. These 

crashes also resulted in 85 

fatalities, which is 13% higher 

than it was a year ago.

Figure 9: Manner of collisions
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49% of all crashes in the MPO region are angle collisions for the year 2023

Driver Action

Driver action can be considered one of the most important crash factors as it describes actions leading up 

to the crash. A vehicle may have more than one action that led to a crash, and the reason that most likely 

caused the crash is reported as the action. Table 2 shows the statistics on driver action for Shelby and 

Fayette County since this data was not available for the counties in Mississippi. The data shows that 

aggressive/ erratic/ distracted/ careless driving is predominant in both counties and caused 25% of the 

total crashes in the Tennessee portion of the Memphis MPO region. 

Driver action Shelby, TN Fayette, TN*

Aggressive, Erratic, Distracted, or 

Careless Driving

25.6% 18.1%

Failure to Obey Traffic Laws 19.2% 23.6%

Improper Passing 6.1% 18.1%

Speed Related 0.7% 1.3%

Wrong Way 0.4% 1.1%

Table 2: Driver action statistics for Shelby and Fayette Counties

Only considers the portion within Memphis MPO region

Source: State Crash Database, Tennessee (TITAN)
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Alcohol presence

One of the contributing crash factors analyzed in 

this report is the presence of alcohol in drivers. 

Figure 10 shows the statistics for the year 2023 

within the MPO region. Drivers under the influence 

were found to be responsible for 3.3% of the 

crashes in DeSoto County, 0.9% in Shelby County, 

5.9% in Marshall, and 5.1% in Fayette Counties. 

There were a total of 630 (Figure 11) of such 

incidents, and 65 of them resulted in fatalities. 

Fatal crashes caused by drunk driving contributed 

to 22.6% of the total fatal crashes in the region. 

Besides, alcohol influenced driving is only 1.3% of 

total crashes. This emphasizes the fact that 

although the percentage of such crashes may 

seem low, they frequently result in serious injuries 

and fatalities.

Figure 10: Alcohol influenced crashes

Figure 11: Alcohol Influenced crash locations in 2023
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In addition to the regional analysis, data was also compiled to conduct an in-depth analysis of five 

corridors within the Memphis MPO planning area, shown in Figure 12. The segments with some of the 

highest concentrations of collisions that resulted in a fatality or a serious injury (designated as KSI) 

were selected based on a five-year rolling average for the period of 2019-2023. Table 3 depicts the 

crash totals, KSI Crashes, fatalities, serious injuries, and relative Annual Average Daily Traffic (AADT) 

for each corridor within the study period.

Segment
Total 

crashes
KSI Crashes Fatalities

Serious 

Injuries

Traffic 

Volume 

(AADT)*

US-51 (From Bill Knight Rd. to 2nd. Ave.)
373 6 1 11 20,563

Sycamore View Rd. (From Summer Ave. 
to Macon Rd.) 1,011 12 6 9 29,863

US-61 (From E Peebles St. to E. Fairway 
Ave.) 770 45 17 53 31,350

Hwy-64 (From Bowers Rd. to Clay St.)
261 1 0 1 20,162

Church Rd.(From Poplar Chase Dr. to 
Airways Blvd) 1,099 4 0 7 20,000

1

4

3

2

5

Table 3 : Historic Crash Data (2019-2023)

Figure 12: Locations of the selected corridors

US-51 (From Bill Knight Rd. to 2nd. Ave.)
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5 Church Rd. (From Poplar Chase Dr. to Airways Blvd)

Killed or Seriously Injured (KSI) Crashes include 

events where a person sustained a major or fatal 

injury. A major injury is a non-fatal injury that is so 

severe that it requires hospitalization. This includes 

bone fracture/break, severe burns, or cuts. A fatal 

injury is any injury that results in death within 30 

days after the motor vehicle crash in which the injury 

occurred.

What is KSI ?

CORRIDOR SUMMARY

*Year 2023 AADT

5-Years 

Average 

Angle 

Crashes

Side Swipe 

Crashes

Front-to-rear 

Crashes

Non-motorist 

collisions 

2019-23 43% 7.4% 20% 1.2%
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US-51
From Bill Knight Rd. to 2nd Ave. (Length: 0.7 Miles)

Overview

This segment of US-51 Rd. from Bill Knight Rd. to 2nd Ave. had 373 crashes during the five-year period, of 

which 6 were KSI. It was identified in the 2023 Safety Action Plan as a part of the High Injury Network.

High Injury Network

The entire segment of US-51 was identified as 

part of the High Injury Network (HIN), which has 

been defined in the 2023 Mid-South Safety 

Action Plan as a corridor-level segment where the 

highest concentrations of collisions have 

occurred over a three-to-five-year period.

This segment of US-51 is a portion of the greater 

HIN on the road that extends from its northern 

boundary at 2nd Ave. to the southern boundary of 

TN-385. 

It is also accompanied by a HIN segment 0.33 

miles to the north that spans from Cuba 

Millington Rd. to Veterans Pkwy. 

Manner of Crash

Figure 14 shows the manner of crash for this segment of US-51. Of the 373 collisions in the five-year period, 

angle and front-to-rear collisions accounted for more than 79%. Angle collisions in this segment occurred 

less frequently than they did throughout the MPO during the five-year period. However, front-to-rear 

collisions and sideswipe collisions occurred more frequently, with front-to-rear collisions occurring 42% of 

the time (20% for the MPO) and sideswipe collisions occurring in 13% of collisions (7% for the MPO) during 

the five-year period.
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Figure 13: US-51 Corridor
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KSI Collisions

Of the six KSI collisions that occurred within the 

segment, one collision involving a non-motorist 

resulted in a fatality. The other five crashes 

resulting in serious injuries were due to four 

angle collisions, and one collision classified as 

‘other.’ Figure 15 shows the locations of these 

collisions along the segment.  

Driver Action

Figure 16 shows the frequency of driver action 

for the US-51 corridor. Driver action is 

multifactorial, and therefore one or more types of 

actions could contribute to an accident. Crashes 

within this segment were most frequently 

attributed to drivers who exhibited aggressive, 

erratic, distracted, or careless actions.
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Figure 15: US-51 KSI Collisions

Figure 16: US-51 Driver Action
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Sycamore View Rd.
From Summer Ave. to Macon Rd. (Length: 0.8 Miles)

Overview

The segment of Sycamore View Rd. from Summer Ave. to Macon Rd. had 1,011 crashes during the five-year 

period, of which, 12 were KSI crashes. It was identified in the 2023 Safety Action Plan as a part of the High 

Injury Network.

High Injury Network

Within this segment of Sycamore View Rd., there 

are 0.15 miles of roadway identified as part of 

the High Injury network as identified in the 2023 

Mid-South Safety Action Plan. This is shown in 

Figure 17 to the right.

At the heart of the segment is a HIN that spans 

0.12 miles and continues southwest onto Shelby 

Oaks Dr. until Summer Trees Dr.

Additionally, there is another HIN corridor 

identified that includes the Sycamore View Rd-

Summer Ave. intersection. This HIN corridor 

spans 1.9 miles from Shelby Oaks Dr. to just 

south of Ferrell Dr.
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Manner of Crash

Figure 18 shows the manners of crash for this segment of Sycamore View Rd. Of the 1,011 collisions that 

occurred, 53% were the result of angle impact. This is more frequent than the five-year average for the 

MPO, which saw 43% of crashes result from an angle impact. Front to rear collisions occur 25% more 

frequently in this segment than they do in the rest of the MPO. Of the 79 collisions not with a motor 

vehicle, eight involved non-motorists.

Figure 17: Sycamore View Rd. Corridor

Figure 18: Sycamore View Rd. Manner of Crash

Sycamore View Rd. Segment

High Injury Network
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Non-Motorist Collisions

Non-motorist collisions within this segment account for 0.8% of the total, this is slightly less frequent than 

average for the rest of the MPO (1.2%). Of the eight non-motorist-involved collisions, there was one fatal 

collision and two serious injury collisions.

Of the eight non-motorist involved crashes, seven occurred between 2022-23. Also, five of the eight 

occurred before 6:00 am, with four occurring in and around the Sycamore View Rd.-Shelby Oaks Dr. 

Intersection

Sycamore View Rd. Shelby Oaks Rd. HIN Segment

The two High Injury Network Corridors within the Sycamore View Rd. segment accounted for 172 crashes, 

which included five large truck collisions, three non-motorist collisions, and 47 injuries. There were 101 angle 

crashes, and front to rear collisions occurred 38 times. Figure 20 shows the time distribution of  all the 

crashes within the HIN network along Sycamore View Rd. where crashes within the area occur consistently 

during the early to late afternoon.

Figure 19: Sycamore View Rd. Non-Motorist Crashes

Figure 20: Sycamore View HIN Corridor Time of Crash

Time Sunday Monday Tuesday Wednesday Thursday Friday Saturday Totals by Time

0:00 2 0 0 1 2 1 0 6

1:00 2 0 0 0 1 0 0 3

2:00 1 0 0 0 1 1 0 3

3:00 3 0 0 0 0 0 2 5

4:00 1 0 0 0 0 0 0 1

5:00 1 0 0 0 1 0 0 2

6:00 0 1 0 1 1 0 1 4

7:00 2 3 3 1 1 3 0 13

8:00 0 3 1 0 1 1 1 7

9:00 1 2 1 0 0 1 2 7

10:00 2 0 0 0 1 0 1 4

11:00 0 2 1 0 2 0 2 7

12:00 0 1 2 1 1 2 2 9

13:00 2 1 1 2 2 1 2 11

14:00 0 2 3 2 0 3 1 11

15:00 1 1 1 3 2 2 0 10

16:00 1 2 1 2 5 1 0 12

17:00 1 1 1 0 2 3 2 10

18:00 1 3 0 2 1 2 2 11

19:00 3 0 1 1 1 0 4 10

20:00 1 3 1 0 1 0 3 9

21:00 3 2 3 1 1 1 1 12

22:00 0 0 0 0 0 0 1 1

23:00 0 0 0 1 1 1 1 4

Totals By Day 28 27 20 18 28 23 28 172

Sycamore View Rd. Segment

High Injury Network

KSI Crashes

Non-Motorist Crashes
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US-61
From E. Peebles to E. Fairway Ave. (Length: 1.52 Miles)

Overview

The segment of US-61 from E. Peebles Rd. to E Fairway Ave. had 770 crashes occur during the five-year 

period, of which, 45 were KSI crashes. It was identified in the 2023 Safety Action Plan as a part of the High 

Injury Network.

High Injury Network

Within this segment of US-61, there are 0.87 

miles of roadway identified as part of the High 

Injury network as identified in the 2023 Mid-

South Safety Action Plan. This is shown in Figure 

21.

The northern portion of this road segment spans 

from the US-61-E Mitchell Rd. intersection to just 

north of E. Peebles St. 

Additionally, there is another identified HIN 

corridor that bisects the greater US-61 segment 

on E Mitchell Rd., which spans 1.1 miles from 

Neely Rd. to Rochester Rd.

Manner of Crash

Figure 22 shows the manner of crash for this segment of US-61. Of the  770 collisions that occurred, 54% 

were the result of an angle crash, and 18% were the result of a front to rear crash. These were each more 

frequent than the average for the MPO with angle impacts being up 26% and front to rear impacts being up 

38% from the MPO average.

Of the 45 KSI collisions that occurred, 19 were angle collisions and four were front to rear. There were 14 

KSI collisions that were not with a motor vehicle. Of those collisions, there were 12 that involved non-

motorists
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Non-Motorist Collisions

There were 21 non-motorist collisions within the 

corridor between 2019-2023; 16 resulted in a 

fatality or serious injury, including eight deaths 

and 11 serious injuries. Figure 23 shows these 

crashes.

Non-motorist crashes within this corridor 

occurred three times more frequently as they did 

in the rest of the MPO. Furthermore, it was twice 

as frequent that non-motorist-involved crashes 

within this segment resulted in a fatality or 

serious injury compared to all non-motorist 

crashes within the Memphis MPO during the five-

year period.

US-61-E. Mitchell Rd. HIN Segment

The two High Injury Network Corridors meet each 

other at the heart of the US-61 segment. Crashes 

along these High Injury Networks accounted for 

598 total collisions within the greater US-61 

corridor. This includes 355 passenger vehicle 

crashes, 35 large truck crashes and 18 non-

motorist crashes with 15 fatalities and 290 total 

injuries total.

US-64
From Bowers Rd. to Clay St. (Length: 1.17 Miles)

Overview

The segment of US-64 from Bowers Rd. to Clay St. had 261 crashes occur during the five-year period, of 

which, one was a KSI crash.

Manner of Crash

Figure 24 shows the manner of crash for this 

segment of US-64. Of the 261 collisions that 

occurred. 47% were the result of a front to rear 

impact. These collisions occurred twice as 

frequently as in the rest of the MPO during the 

five-year period. Angle collisions accounted for 

32% of all crashes in the corridor. These were 

26% less frequent within the corridor than in the 

rest of the  MPO area. The lone KSI crash that 

occurred during the five-year period involved a 

non-motorist, which falls under the category of 

“Not Collision with Motor Vehicle.”
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Driver Action

Figure 25 shows the frequency of driver action 

for the US-64 corridor.  Driver action prior to a car 

accident is multi-factorial, and therefore, one or 

more types of actions could contribute to an 

accident. Drivers who exhibited aggressive, 

erratic, distracted, or careless actions were in 

accidents most frequently.

Church Rd.
From Poplar Chase Dr. to Airways Blvd. (Length: 0.86 Miles)

Overview

The segment of Church Rd. from Poplar Chase Dr. to Airways Blvd. had  1,099 crashes occur during the five-

year period, of which, 4 were KSI crashes.

Manner of Crash

Figure 26 shows the manner of crash for this segment of Church Rd. Of the 1,099 collisions that occurred. 

Front to rear impacts accounted for 71% of all collisions within the corridor. These collisions occurred twice 

as frequently as they did within the rest of the Memphis MPO.

The four KSI collisions within this segment resulted from one angle collision, one rear-end collision, and two 

left-turn collisions (Other).
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Front to Rear Collisions

Within the segment, there were 214 collisions that were reported to have an injury, 143 or 67% of those 

were the result of a front-to-rear collision. 

Front to rear collisions within the corridor happen most frequently within 500 ft. of the Airways Blvd. 

intersection, on ramps exiting and entering Church Rd. from I-55, and within 500 ft of Venture Dr. going  in 

either direction. 

Figure 27 shows front to rear collisions within the corridor.

Figure 27: Church Rd. Front to Rear Crashes
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